
Collection of Groundwater Samples for Perfluorooctanoic Acid 
(PFOA) and Perfluorinated Compounds (PFCs) from Monitoring 

Wells Sample Protocol 

Samples collected using this protocol are intended to be analyzed for 
perfluorooctanoic acid (PFOA) and other perfluorinated compounds by Modified 
(Low Level) Test Method 537. 

~~~~~~~~~=~~~~~~with the following materials limitations. 

At this time acceptable materials for sampling include: stainless steel, high density 
polyethylene (HOPE) and polypropylene. Additional materials may be acceptable if 
proven not to contain PFCs. NOTE: Grunfos pumps and bladder pumps are known 
to contain PFC materials (e.g. Teflon™ washers for Grunfos pumps and LOPE 
bladders for bladder pumps). All sampling equipment components and sample 
containers should not come in contact with aluminum foil, low density polyethylene 
(LOPE), glass or polytetrafluoroethylene (PTFE, Teflon ™) materials including sample 
bottle cap liners with a PTFE layer. Standard two step decontamination using detergent 
and clean water rinse should be considered for equipment that does come in contact 
with PFC materials. Clothing that contains PTFE material (including GORE-TEX®) or 
that have been waterproofed with PFC materials must be avoided. Many food and drink 
packaging materials and "plumbers thread seal tape" contain PFCs. 

All clothing worn by sampling personnel must have been laundered multiple times. The 
sampler must wear nitrile gloves while filling and sealing the sample bottles. 

Pre-cleaned sample bottles with closures, coolers, ice, sample labels and a chain of 
custody form will be provided by the laboratory. 

1. Fill two pre-cleaned 500 mL HOPE or polypropylene bottle with the sample. 
2. Cap the bottles with an acceptable cap and liner closure system. 
3. Label the sample bottles. 
4. Fill out the chain of custody. 
5. Place in a cooler maintained at 4 ± 2° Celsius. 

Collect one equipment blank for every sample batch, not to exceed 20 samples. 

Collect one field duplicate for every sample batch, not to exceed 20 samples. 

Collect one matrix spike I matrix spike duplicate (MS/MSO) for every sample batch, not 
to exceed 20 samples. 

Request appropriate data deliverable (Category A or B) and an electronic data 
deliverable. 
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